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TECHNICAL DATA
BOX HEIGHT

INSULATION

WALL/CEILING PANELS

Exterior / Interior (With Floor)
Exterior / Interior (Without Floor)

4” R-value 28
≤ 25 / ≤ 25

≤ 450 / > 500

Interior Finish
Exterior Finish

 

 https://www.instagram.com/storeitcoldhttps://twitter.com/storeitcold

https://www.facebook.com/thecoolbot https://www.youtube.com/storeitcold

WWW.STOREITCOLD.COM Design, features and specifications are subject to change without notice. 
Weights and measurements are approximate.

©2020 Store It Cold, LLC. 
Rev 2020-10A

10’ x 20’ WALK-IN COOLER

FLOOR PANELS (FLOOR OPTION)
Sanitation Standard Listed by Intertek
Load Rating (Stationary) Aluminum

 NSF 7
600 Lbs/ Sq. Ft

DOOR
Sanitation Safety Standard listed by Intertek - Left or Right Hinge
Interior/Exterior Finish
Heavy Duty Deadbolt Handle Latch
Self Closing Mechanism
Vapor Proof Light & Globe
Digital LED Thermometer with Pilot Light Switch

34”W x 78”H
26 Ga. Stucco Embossed Galvanized

Safety Release Mechanism
Hydraulic

120 V, 0.8 Amp
UL Recognized

CoolBot Pro Digital Controller x 2
LG 24K BTU Window Air Conditioner x 2

120 V, 1 Amp 
(2) x 208-230 V / 20 Amp Circuits Required

ACCESORIES (SHIPPED LOOSE)
1 Set
1 Set

1

20’

34" Door9’ 10”

OPTIONS
Indoor or Outdoor
With or w/out Floor 
  Outdoor coolers must have a floor

A/C Position (Back, Left, or Right Wall)
Door Position (Front, Left or Righ Wall)
Door Hinges (Left or Right)

ADD-ONs 

42” or 48” Door - w/out a floor ONLY
Door Window (12” x 12”)
Wall Windows (24” x 24”)

Available for Indoor Coolers only

High Density Foam, UL classified
ASTM E84 Flame Spread (Inner Foam Core/Finished Panel)
ASTM E84 Smoke Developed (Inner Foam Core/Finished Panel)

26 Ga. Stucco Embossed Galvanized
26 Ga. Stucco Embossed Galvanized

REFRIGERATION (INCLUDED)

NSF Vinyl Floor Screeding (W/out Floor Option)
A/C Rain Hood & Door Rain Gutter (Outdoor Package Option Only)
40-mil PVC Roof Membrane (Outdoor Package Option Only)

Walls, Ceiling, and Floor Panels are 4” thick.

 7’- 8½”  /  7’- 0½“
       7’- 4”  /   7’- 0”

26 1
2"

A/C  Opening

26 1
2"

A/C  Opening





LG AIR CONDITIONERS

HOME APPLIANCES
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PERFORMANCE

BTU Performance 24,000/24,500

CEER 10.3/10.3

EER 10.3/10.3

Dehumidification (Pts/Hr) 7.7

Dry Air Flow (CFM) 530

dBA Level (High/Mid/Low/Sleep) 62/69

Estimated Cooling Area (sq. ft.) 1,560

Room Size 39’ x 40’

ENERGY STAR® Qualified No

ELECTRICAL RATINGS

Voltage / 60 Hz 230/208

Watts (Cooling) 2,330/2,370

Rated Amps (Cooling) 11.8/10.9

FEATURES

Thermostat Control Thermistor

Air Deflection 4-Way

Remote Controller Yes

Auto Restart Yes

Energy Save Function Yes

Timer 24hr, On / Off

Filter Alarm Function Yes

Fan Speed Cooling 3

Fan Only Speed 3

In Door Fan Type Turbo

Type Air Discharge Top Discharge

Outdoor Vent/Exhaust Yes

Chassis Type Slide In-Out

COMPRESSOR

Compressor Rotary

Refrigerant R32

DIMENSIONS/WEIGHTS

Product Height (in) (W x H x D) 26” x 17 2/3” x 28 4/7”

Shipping (in) (W x H x D) 29” x 22 1/3” x 30 2/7”

Product Weight (lbs.) 130 lbs.

Shipping Weight (lbs.) 146 lbs.

LIMITED WARRANTY

Parts & Labor 1 Year

UPC CODES

LW2524RD 48231607216
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24,000/24,500 BTU

3 Cooling and 3 Fan speeds with Auto Cool

4-Way Air Direction

Power Failure Auto Restart

Remote Control

Timer 24 Hr. On/Off
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LW2524RD
Window Air Conditioner with Cooling System




