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IMPORTANT PLANNING INFORMATION  
 

LOCAL REGULATIONS AND CODES  
It is YOUR responsibility to consult with your local inspectors about your walk-in cooler plans to 

ensure you will be able to meet all the local codes and requirements for walk-in cooler installations 

in your area. 

 

WALK-IN COOLER WALLS CLEARANCE 
A minimum of 2 inches clearance between existing building walls and walk-in walls is necessary for 

proper air circulation around the cooler walls (pg. 7). 

 

AIR CONDITIONER CLEARANCE 
A minimum of 2 feet clearance around the outside of the A/C unit is needed for proper ventilation 

(pg. 7). None of its external louvers should be even partially covered. 

 

FLOOR 
A SUCCESSFUL INSTALLATION begins with HAVING A SOLID LEVEL SURFACE to install your cooler. 

 

DELIVERY 
You will need 2-3 able bodied people on site to unload ȅƻǳǊ ŎƻƻƭŜǊΦ Lǘ ƛǎ ŀǘ ǘƘŜ ŘǊƛǾŜǊΩǎ ŘƛǎŎǊŜǘƛƻƴ ǘƻ 

use the lift gate.  You should be prepared if the shipment must be uncrated and unloaded manually 

from the truck.  

 

CONCRETE/TILED FLOORS 
Always consult with your General Contractor before installation of your walk-in box in a recently 

poured concrete pad or tiled floor to ensure enough curing time has been allowed. 

Concrete, grout, and other construction materials may outgas chemicals for weeks (or even months) 

that can cause staining/corrosion of walk-in cooler metal surfaces. Muriatic acid liquid and fumes, 

which is often used by concrete contractors, will also cause staining/corrosion. We recommend that 

our customers and their general contractors fully understand the cure time of the concrete, tile 

grout, and any other materials in proximity to the walk-in and provide adequate ventilation to move 

these gases out and away from the walk-in cooler. Inadequate ventilation or ventilation for too short 

of a time may result in staining/corrosion of walk-in cooler metal. This staining/corrosion is not 

covered by warranty. If in doubt, contact your concrete supplier, tile contractor, general contractor, 

etc. for the number of days for the concrete, grout, and other construction materials to have fully 

outgassed and install your walk-in cooler after this date. 
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SHIPPING INFORMATION  
 

 

Please read carefully this section. It contains important information regarding your 

shipment and instructions on receiving, inspecting, and filing claims if necessary.  

 

 

Å Your CoolBot Walk-in Cooler System includes:   

1. A panel Enclosure (walk-in box)   

2. An A/C unit   

3. One Parts Box with Set-Up Drawing, installation hardware and a CoolBot Pro Temperature 

Controller 

4. An Outdoor Package if you have an outdoor cooler   

  

Å You will be provided with shipment tracking information and estimated delivery times.  

  

Å Your Cooler has been palletized at the factory in an effort to reduce possible damage during 

transportation. Please be careful unpacking your cooler, use good judgement, and do not use 

saws, electrical saws, or anything similar that can cause damage to the inside contents (the 

cooler). A utility knife, metal cutting hand snips, a small crowbar and a hammer should be used 

to carefully unpack your cooler.   

 

Å Your walk-in cooler will be transported and delivered on a commercial delivery truck. The 

receiver will be responsible for providing appropriate access to the delivery vehicle and all 

necessary manpower to safely unload the pallets from the carrier.   

 

Å 2-о ŀōƭŜ ōƻŘƛŜŘ ǇŜƻǇƭŜ ŀǊŜ ǊŜǉǳƛǊŜŘ ƻƴ ǎƛǘŜ ŦƻǊ ŘŜƭƛǾŜǊȅΦ Lǘ ƛǎ ŀǘ ǘƘŜ ŘǊƛǾŜǊΩǎ ŘƛǎŎǊŜǘƛƻƴ ǘƻ ǳǎŜ 

the lift gate. You should be prepared to unpack the cooler inside the truck before unloading. 

 

Å The receiver is responsible for ensuring a solid surface for unloading the pallet where it can be 

rolled out of the lift gate and be left on the ground, HOWEVER it is ultimately at the discretion 

of the driver the use of the lift gate to safely unload the pallet. The liftgate will come in handy to 

unload the panels if the pallet must be segregated in the truck for unloading. Carriers have a 30 

minute allowance for unloading when segregating shipments. 

  

Å The driver is NOT expected to help unpack the cooler NOR to take back any shipping materials 

left after unpacking. It is at ǘƘŜ ŘǊƛǾŜǊΩǎ discretion to provide any necessary assistance. 

 

Å See important information in case of transit damage on next page. 
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IMPORTANT!   
PLEASE DO NOT REFUSE SHIPMENTS  

YOU ARE REQUIRED TO CONTACT US BEFORE REFUSING A SHIPMENT 

 

¶ INSPECT SHIPMENT AND DOCUMENT ANY VISIBLE DAMAGES ON THE DELIVERY 

RECEIPT BY MARKING L¢ άDAMAGEDέ 

¶ HAVE THE DRIVER SIGN IT AND RETAIN A COPY FOR YOUR RECORDS 

¶ TAKE PICTURES OF THE DAMAGE BEFORE UNCRATING AND CONTACT OUR SUPPORT 

TEAM WHITHIN 24HRS AT COOLER@STOREITCOLD.COM 

 

 

IF YOU ARE PICKING UP AT A CARRIER TERMINAL, TAKE PICTURES OF THE SHIPMENT 

AND DOCUMENT ANY VISIBLE DAMAGES ON THE PICKUP RECEIPT BY MARKING IT 

άDAMAGEDέ BEFORE LOADING IN YOUR VEHICLE. 
 

 

 

 
 

mailto:COOLER@STOREITCOLD.COM


                            SUPPORT@STOREITCOLD.COM  

2026© Store It Cold, LLC.  6  Rev 2026-01A. All Rights Reserved.   

 

WARRANTY INFORMATION 
  

ALL COOLBOT WALK-IN COOLER SALES ARE FINAL, INCLUDING ALL ITS  

COMPONENTS (ENCLOSURE, A/C UNIT, AND COOLBOT PRO DIGITAL CONTROLLER) 

 

ENCLOSURE 15 YEAR LIMITED WARRANTY  
Store It Cold, LLC., warrants to the original purchaser-user, that the prefabricated insulated panels 

or doors manufactured by the company are free from any defect in material or workmanship under 

the conditions of normal use and service, provided that it remains in the location where originally 

ƛƴǎǘŀƭƭŜŘΦ ¢ƘŜ ŎƻƳǇŀƴȅΩǎ ƻōƭƛƎŀǘƛƻƴ ǳƴŘŜǊ ǘƘƛǎ ǿŀǊǊŀƴǘȅ ǎƘŀƭƭ ōŜ ƭƛƳƛǘŜŘ ǘƻ ǊŜǇŀƛǊƛƴƎ ƻǊ ǊŜǇƭŀŎƛƴƎ ŀǘ 

our option, FOB factory, any of the covered parts of said walk-in which proved defective within 

fifteen (15) years from the date of shipment.   

Component parts, hardware and accessories are warranted for a period of one (1) year from date of 

shipment.  

This warranty does not apply to equipment which has been subject to any accident, fire, negligence, 

alteration, damage in transit*, abuse, misuse, or improper installation. This warranty does not 

include any labor charge for removal of defective parts or installation of replacement parts or 

transportation to or from our factory.   

THIS WARRANTY IS EXPRESSLY IMPLIED IN LIEU OF ANY OTHER WARRANTIES, EXPRESSED OR  

IMPLIED, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS FOR A  

PARTICULAR PURPOSE AND OF ALL OTHER LIABILITIES OR OBLIGATIONS WHATSOEVER, ON  

{¢hw9 L¢ /h[5Σ [[/Ω{ t!w¢Σ ¦b59w bh /Lw/¦a{¢!b/9{Σ ²I!¢SOEVER, SHALL STORE IT COLD, 

LLC., BE LIABLE TO THE PURCHASER OR ANY OTHER PARTY FOR ANY SPECIAL OR CONSEQUENTIAL 

DAMAGES.  

THIS WARRANTY IS NON-TRANSFERABLE  

OTHER EXCLUSIONS TO THIS WARRANTY:  

Å Normal maintenance or repairs  

Å Damage or loss of product, property, income or profit  

Å Floor panels subjected to wet mopping, flood, water leak, pallet jacks, heavy loading carts or 

weight exceeding 600 pounds per square foot.  

Å Damage by flood, earthquake or other natural disasters  

  

*Please see SHIPPING section on page 5 for details on transit damage.  
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A/C UNIT 1 YEAR LIMITED WARRANTY  
Your A/C unit carries a 1 Year limited warranty. Please contact SIC support to facilitate a warranty 

claim for your A/C unit during this period.  

IMPORTANT! Please refer to the OǿƴŜǊΩǎ Manual of the A/C unit to follow recommendations about 

care and operation of your A/C unit.   

This warranty will NOT cover claims due to improper installation or improper electrical supply to the 

A/C unit.  

  

COOLBOT PRO DIGITAL CONTROLLER 1 YEAR LIMITED WARRANTY  
DISCLAIMERΥ .ȅ ǳǎƛƴƎ ǘƘŜ /ƻƻƭ.ƻǘ tǊƻ ǘŜƳǇŜǊŀǘǳǊŜ ŎƻƴǘǊƻƭƭŜǊΣ ȅƻǳ όǘƘŜ ά¦ǎŜǊέύ ŀŎƪƴƻǿƭŜŘƎŜ ǘƘŜǊŜ 

are inherent hazards in getting an air-ŎƻƴŘƛǘƛƻƴŜǊ όά!κ/έύ ǘƻ Řƻ ǎƻƳŜǘƘƛƴƎ ƛǘ ǿŀǎ ƴƻǘ ƻǊƛƎƛƴŀƭƭȅ 

designed to do, and that these inherent hazards cannot be ameliorated, mitigated or obviated while 

still maintaining the essential functionality of the CoolBot. User accepts all responsibility in the use of 

and monitoring of the CoolBot Pro and A/C. User assumes all risk of loss of property or product due 

to improper functioning of the CoolBot Pro (or A/C). User assumes all risk of injury and warrants that 

he/she will defend, indemnify and hold the seller harmless for any direct or consequential harm or 

damage that may result from the use of this product.   

LIMITED WARRANTY: CoolBot Pro controllers are warranted against defects for 1 year, not 

including damage due to misuse or accidents. To double the warranty on your CoolBot Pro 

controller visit us at: https://www.storeitcold.com/testimonials-form/  

  

  

  

  

  

  

  

  

 

  

  

https://www.storeitcold.com/testimonials-form/
https://www.storeitcold.com/testimonials-form/
https://www.storeitcold.com/testimonials-form/
https://www.storeitcold.com/testimonials-form/
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MINIMUM RECOMMENDED CLEARANCES FOR 

WALK-IN COOLER INSTALLATION  
 

 

 

 

 

 

 

  



                            SUPPORT@STOREITCOLD.COM  

2026© Store It Cold, LLC.  9  Rev 2026-01A. All Rights Reserved.   

TOOLS NEEDED 
 

¶ Level 

¶ Metal hand snips 

¶ Power screwdriver 

¶ Hammer or plastic mallet 

¶ Heavy duty work gloves 

¶ Safety glasses 

¶ Tape measure 

¶ Caulk gun 

¶ Utility knife 

¶ Step Ladder 

¶ Hack saw, hand saw or miter saw 

¶ 5/32 in diameter masonry drill bit (for installation of coolers without a floor) 

 

  
ALWAYS WEAR GLOVES WHEN MOVING AND HANDLING WALK-IN COOLER PANELS 

 

 

YOUR WALK-IN COOLER PANELS, DOOR, SCREEDING, HARDWARE, OR OUTDOOR 

PACKAGE MIGHT DIFFER SLIGHTLY IN DESIGN OR LOOKS FROM THE ONES 

SHOWN IN THIS MANUAL AND THE INSTALLATION VIDEO. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



                            SUPPORT@STOREITCOLD.COM  

2026© Store It Cold, LLC.  10  Rev 2026-01A. All Rights Reserved.   

RECEIVING-INSPECTING & UNPACKING 
  

ALWAYS WEAR GLOVES WHEN MOVING AND HANDLING WALK-IN COOLER PANELS 

 

When receiving, and before unpacking, inspect your shipment and document any visible damages on 

the delivery receipt as άDAMAGEDέΦ Have the driver sign it and retain a copy for your records. Take 

pictures of the damages before uncrating and contact our support team. 

 

 
 

Every shipment is clearly marked with a job number and the number of pallets included. The job 

number is also written on the side of the walk-in panels for reference. 
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Please be careful unpacking your cooler, use good judgement and do not use saws, electrical saws, 

or anything similar that can cause damage to the inside contents (the cooler). A utility knife, metal 

cutting hand snips, a small crowbar and a hammer should be used to carefully unpack your cooler.   

 

Locate your Parts Box in the contents of the shipment. Inside, you will find the Packing list, Set-Up 

Drawings, Assembly Wrench, the CoolBot Pro Controller and other installation hardware. 

 

 
 

Review the Packing List and thoroughly inspect all contents of the shipment. Report any shortages or 

concealed damage to our support team. 
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DO NOT store the air conditioner on its side, back or front. If the Air Conditioner has been on its side 

or upside down, please set the unit on the correct position and let it stand for a period of at least 

24 hours before installing. 
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IDENTIFYING PANELS 
 

Enclosed with the contents of your cooler, inside the parts box, is a Set-Up Drawing, showing 

the identification and proper placement of your walk-in cooler panels. 

 

Look at the Set-Up Drawing, to familiarize yourself with the layout of the cooler and use it 

throughout the installation of the walk-in. 

 

 
For convenience at assembling, all panels have been marked at the factory with a part number using 

a sticker or a number written on the side of the panel. This allows you to identify the position of each 

ǇŀƴŜƭ ƛƴ ǘƘŜ ŎƻƻƭŜǊΩǎ ƭŀȅout using the Set-Up Drawing. 
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CAM-LOCK MECHANISM  
Before starting to put your enclosure together, familiarize yourself with the operation of the Cam-

lock mechanism.  
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Locks will be on the right side of the panel, and they operate in a clockwise rotation to lock. They 

are accessible through the small holes on the right side of the panel.   

Insert the рκмсέ Hex Wrench provided with your Installation package, and after the panels have 

been carefully aligned, turn approximately ¾ of a full turn until panels are securely locked 

together.  

DO NOT OVERTGHTEN! It will strip the Hex hole and damage the mechanism.  

DO NOT drive the Hex Wrench with a hammer as this can damage the lock.   

This locking mechanism is reversible. Simply rotate in the opposite direction to release the lock and 

adjustΦ 5ƻƴΩǘ ŦƻǊƎŜǘ ǘƻ ƭƻŎƪ ȅƻǳǊ ǇŀƴŜƭ ŀƎŀƛƴ ŀŦǘŜǊ ŀŘƧǳǎǘƳŜƴǘǎ ƘŀǾŜ ōŜŜƴ ƳŀŘŜΦ   

 

BUILDING A BASE FOR  

WALK-IN COOLERS WITH A FLOOR 
A flat level concrete floor slab is the ideal surface to assemble any walk-in. Sometimes it may be 

necessary or desired to install your walk-in with a floor on a custom-built solid base (by others). 

Below are some general guidelines when building a base to support your walk-in cooler. 

 

¶ The surface that the base will stand on should be sturdy and NOT susceptible to be washed 

off or erode over time. On soft outside terrain it is recommended to mark the area with 

stakes and dig the area (3-4 inches) to remove all vegetation. Fill the area with 3 to 4 inches 

of gravel and spread the gravel with a rake. Using a straight flat board (like a 2x4), spread the 

gravel evenly and with a level on top of the 2x4 ensure that the surface is level. Repeat as 

necessary all around the bed pushing the gravel with the board and checking for a level 

surface all around. 

¶ Use 2 x 6Ωǎ (or larger) treated lumber or any type of lumber that will NOT rot when in contact 

with the ground and/or when exposed to outside elements. 

¶ The outer perimeter of the base (floor bands and outer floor joists) should extend from edge 

to edge of the cooler in ōƻǘƘ ŘƛǊŜŎǘƛƻƴǎΦ ¦ǎŜ ǘƘŜ ά[ŀȅ hǳǘέ ŘǊŀǿƛƴƎ ǘƻ ŎƻƴŦƛǊƳ ŎƻƻƭŜǊ ƻǳǘside 

dimensions. 

¶ Install floor joists at ƴƻ ƳƻǊŜ ǘƘŀƴ мсέ hΦ/ !b5 ǇŜǊǇŜƴŘƛŎǳƭŀǊ ǘƻ ǘƘŜ ǎŜŀƳǎ ƻŦ ǘƘŜ ŦƭƻƻǊ 

panels to provide adequate support. 

¶ All finished bases MUST be completely level in all directions to ensure correct assembly of 

your cooler. 

¶ We recommend installing a 4mil plastic barrier between the base and the floor of your 

cooler. 
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WALK-IN COOLER INSTALLATION  

COOLERS WITH FLOOR  
 

YOUR WALK-IN COOLER PANELS, DOOR, SCREEDING, HARDWARE, OR OUTDOOR 

PACKAGE MIGHT DIFFER IN DESIGN OR LOOKS FROM THE ONES SHOWN IN THIS 

MANUAL AND THE INSTALLATION VIDEO. 

   

 

YOUR WALK-IN COOLER HAS BEEN PRE-ASSEMBLED AT THE FACTORY BEFORE 

SHIPPING TO ENSURE PROPER FIT OF ALL PANELS AND TO ENSURE CORRECT DOOR 

OPERATION. 

 

IN ORDER TO HAVE AN EFFICIENT AND SAFE INSTALLATION, IT IS IMPORTANT TO 

MAKE SURE THE INSTALLATION AREA IS CLEAN AND FREE OF DEBRIS 

 

THE FIRST STEP IN A SUCCESSFUL WALK-IN COOLER INSTALLATION IS MAKING SURE 

THAT YOU HAVE A FLAT LEVEL SURFACE FREE OF DEBRIS TO INSTALL YOUR COOLER. IF 

YOUR FLOOR IS NOT LEVEL, THE DOOR MAY NOT FUNCTION PROPERLY AND THE 

PANELS MAY NOT SEAL PROPERLY 

 

1. Set the floor panels according to the Set-Up Drawing included in your documentation. All 

panels have labels and are identified in the drawing.  

 

 

The stickers on the floor panels may not all be in the same position. Ignore 

the sticker location with respect to the floor layout when assembling and 

guide yourself using the Set-Up Drawing and the panel identifier. 
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2. Make sure that all floor panels are level. If not, use shims under the floor panels around the 

seams and perimeter and located under the position of the cam-locks to level the floor.  
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3. After all floor panels are level, firmly lock all floor panels together with the Hex Wrench 

provided in your installation package. Turn it approximately ¾ of a full turn and repeat until 

all floor panels are securely and properly locked together.  

  

 

4. DO NOT START YOUR WALLS UNTIL YOU ARE CERTAIN THAT THE FLOOR ASSEMBLY IS 

COMPLETELY LEVEL (FRONT TO BACK AND LEFT TO RIGHT). Begin with a corner panel. A 

back corner or the least accessible corner is a good place to start. Use the wrench to secure 

the panel to the floor. Check for alignment to make sure the panel is flush with the floor 

panel at all seams and the corner. 
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5. Select the next adjacent wall panel, going around the perimeter. Before locking the wall 

panels together, always make sure they are flush at the top, flush along their seam and with 

the floor panel. Lock the wall panels together and then lock them to the floor. 

  

 

6. Repeat this procedure with each wall panel working your way around the perimeter of the 

cooler in both directions. Align and lock, always making sure that panel is flush on all sides 

and on top with the adjacent panels and the floor. Make sure that the top of each wall 

adjacent panel is flush with each other.  

 

 

If the wall panels have a stair-step appearance at the top, most likely 

the floor is not level. In that case, stop immediately and follow the 

previous instructions on leveling the floor (Step 2) 
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7. When installing the door panel, DO NOT REMOVE THE DOOR FROM DOOR FRAME. Coolers 

with a floor are shipped with metal banding or a metal brace to keep the legs framed and 

secured. On coolers with a floor, DO NOT CUT the άshipping metal bandέ or remove the 

άmetal braceέ at the bottom of the door panel. They will be covered after installation by the 

door threshold. Follow the same recommendations as when installing the wall panels. Door 

frame panel must be LEVEL and PLUMB before locking in position. Ensure it is flush at the 

top with all wall adjacent panels. If you have a cooler with a floor, DO NOT screw-in the 

door threshold yet.  

  

 
 

GENERAL TIPS FOR PROPER DOOR INSTALLATION ON COOLER WITH A FLOOR 

¶ A level floor is a MUST 

¶ Check for level and plumb of the door frame  

¶ Check that the opening width at bottom of doorway matches the width atop of 

doorway.  

¶ Verify function of door, door lock and emergency release when door is locked.  

¶ Adjust door closer if needed (see instructions on page 67).  

On coolers with a floor, DO NOT cut the metal bands. 

On coolers with a floor, DO NOT remove the metal brace. 
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8. Proceed to install the rest of the wall panels in the same way the other wall panels were 

installed, leaving the front left or right corner for last.   

 

 
  

   

 

 

DOOR KEYS ARE TAPED TO THE HANDLE 
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9. Close the wall enclosure by installing the last wall panel (a corner panel) and give a last check 

around your box to make sure all surfaces are flush and the top edges of the walls are all 

level.  

 

 

 

10. Select the first ceiling panel from your Set-up Drawing and place it on the corresponding side 

of the cooler indicated in the drawing. Ensure that it sits properly on the tongue and groove 

edges and that it is flush with the corners and walls on the outside.  
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11. Lock the ceiling panel to the wall panels using the Hex Wrench. 

  

GENERAL TIPS FOR CEILING INSTALLATION 

In larger walk-ins, with sides 10 feet or longer, it may be appropriate to lock the 

ceiling panels to the walls as you go. Lock every ceiling panel to previous one, and 

then lock it to the walls while ensuring that all seams and joints are flush on the 

outside. 

On smaller walk-ins, all ceiling panels can be laid out and locked together first. 

Once the whole ceiling assembly is flush with the walls and corners, proceed to lock 

the ceiling panels to the walls.  

  

 

12. Proceed with the next adjacent ceiling panel marked in your drawing, making sure that it sits 

properly on all the tongue and groove edges and that it is flush with the corners and walls on 

the outside. Lock the panel to the adjacent panel first and then lock the panel to the walls.  
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13. Install the last ceiling panel to close the box.  

 

 
  

14. IMPORTANT!!  

Check the box around one last time. Seams in between panels should be tight. 

Check the door for correct operation. Open the door at 90° and let it close by itself. Make 

sure it closes freely and makes a good seal with the frame. Ensure the door does not hit or 

rub against any parts of the frame. A door that is not closing properly is usually the result 

of unlevel set-up and/or improper installation. Please unlock the necessary wall and 

ceiling panels, and correct positioning and leveling until the door operates properly.  
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15. Cover wrench holes with the plastic buttons provided in the installation kit. Use a plastic or 

regular hammer to gently tap them in place. If the plastic button is falling because the hole 

was bored a tad bigger, you can use a small amount of silicone on the back of the button 

to keep the plastic cover in place.  

  

 

16. Anchor the included threshold by using the included self-drilling metal screws and by 

screwing them into the floor panel (illustration 1). Coolers without an insulated floor DO NOT 

include a threshold. 
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17. Enclosure set-up finished   
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WALK-IN COOLER INSTALLATION 

COOLERS WITH NO FLOOR 
 

 

YOUR WALK-IN COOLER PANELS, DOOR, SCREEDING, HARDWARE, OR OUTDOOR 

PACKAGE MIGHT DIFFER IN DESIGN OR LOOKS FROM THE ONES SHOWN IN THIS 

MANUAL AND THE INSTALLATION VIDEO. 

   

 

YOUR WALK-IN COOLER HAS BEEN PRE-ASSEMBLED AT THE FACTORY BEFORE 

SHIPPING TO ENSURE PROPER FIT OF ALL PANELS AND TO ENSURE CORRECT DOOR 

OPERATION. THE SCREED IS NOT INSTALLED. 

 

IMPORTANT NOTE FOR COOLERS WITH NO FLOOR! 

Having a successful cooler installation begins with HAVING AN EXISTING LEVEL 
SURFACE TO ASSEMBLE YOUR COOLER. If the floor is slightly unlevel, it will be 
necessary to install shims under the wall panels inside the vinyl screed until the 
wall panels are flush at the top.  

 

THE FIRST STEP IN A SUCCESSFUL WALK-IN COOLER INSTALLATION IS MAKING SURE 

THAT YOU HAVE A FLAT LEVEL SURFACE FREE OF DEBRIS TO INSTALL YOUR COOLER. IF 

YOUR FLOOR IS NOT LEVEL, THE DOOR MAY NOT FUNCTION PROPERLY AND THE 

PANELS MAY NOT SEAL PROPERLY 

 

NOTE 

The vinyl screed corner joints have been pre-cut at the factory.  
To cut a piece of screed, use a hand saw or hack saw or miter saw. 
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1. Use a chalk line to mark the installation area to the dimensions of the walk-in as shown in 

the Set-Up Drawing. Measure diagonally from corner to corner to be sure the layout is 

square. When laying out the screed, take into account the chalk line will correspond to the 

outline of the walk-ƛƴΩǎ ǿŀƭƭ ǇŜǊƛƳŜǘŜǊ ŀƴŘ bh¢ ǘƘŜ ƻǳǘŜǊ ŜŘƎŜ ƻŦ ǘƘŜ ǎŎǊŜŜŘΦ 

 

 
  

2. Cut two notches on each screed piece at the door entrance as shown on the drawing below. 

Use a hand saw to cut the vertical pieces of screed to the notch size. Use a utility knife to 

make cuts on the joint between the vertical section and the bottom section of the screed. 

Bend the notch back and forth until it breaks off.  
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3. Before starting to assemble the walls, apply TWO straight beads of caulking along the 

bottom of the vinyl screed (about an inch away from the edges) to provide a seal between 

screed and floor, then place the vinyl screed and proceed with the installation of the walls.  

 

 

 

4. Begin with a corner panel. The back corner or the least accessible corner is a good place to 

start. Stand the wall panel inside the screed making sure it sits correctly (fully cradled in the 

screeding).  

 
  

5. Find the next adjacent wall panel according to your Set-Up Drawing and proceed to install 

inside the screed and then lock to the corner panel. 
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6. If the wall panels have a stair-step appearance at the top, the floor is not level. In that 

case, stop immediately. On a slightly unlevel surface, install small shims under the panels 

inside the vinyl screed. Check for alignment to make sure the panels are flush with each 

other as you proceed. If they are not, loosen the cam-locks, shim as necessary, adjust, and 

lock again until they are level and flush atop and flush along their vertical seams.  

 

 
7. Repeat this procedure with each wall panel working your way around the perimeter of the 

cooler in both directions. Align and lock, always making sure that panel is flush on all sides 

and on top with the adjacent panels. Make sure that the top of each wall adjacent panel is 

flush with the others.  

 

 

8. When installing the door panel, DO NOT REMOVE THE DOOR FROM DOOR FRAME. Coolers 

without a floor are shipped either with a metal brace or a wood brace.  

If the wall panels have a stair-step appearance at the top, most likely 

the floor is not level. In that case, stop immediately and follow the 

previous instructions on leveling (Step 5). 
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¶ If your door was shipped with a metal brace at the bottom, REMOVE the metal brace 

before installing the door panel by unscrewing the Philips screws from the bottom. 

DO NOT install the door with the metal brace on. Coolers with no floor DO NOT have 

a threshold (see pictures on next page) 

¶ If your door is shipped with a wood brace, you can leave it during installation of the 

door panel and remove later. Once door has been checked for operation and it is 

ready to be anchored to the floor, you can remove the wood brace (see pictures on 

next page). 

 

 

   
 

                                                                                 

 

 

 

 

 

 

 

 

 

 

   

On coolers without a floor, if door 

was shipped with a WOOD brace, 

LEAVE during installation. 

On coolers without a floor, if door 

panel was shipped with a METAL 

brace, REMOVE before installation.  
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IMPORTANT! 

Door and frames have been checked for proper fit and operation at the factory. An unlevel 

floor may cause doors to not hang or close properly. This can occur at the time of installation 

or later due to heavy traffic. It may be necessary to shim under the walk-in floor or door frames 

at one side or the other to adjust a misaligned frame. 

Loosening and relocking frame cam-locks may also permit some adjustment. Make sure legs 

are parallel to each other and to adjacent wall panels. The door may not seal properly if the 

frame is twisted or out of plumb. See figures on next page. 

 

TIPS FOR PROPER DOOR INSTALLATION ON COOLERS WITH NO FLOOR   

¶ Level and plumb door frame. Small shims under door frame to ensure level and 

plumb are achieved.  

¶ CǊŀƳŜ ƭŜƎǎ ŀǊŜ ǘƻ ōŜ ƛƴ ǇƭŀƴŜ ǿƛǘƘ ŜŀŎƘ ƻǘƘŜǊΦ /ƘŜŎƪ ǿƛǘƘ пΩ ǎǘǊŀƛƎƘǘ ŜŘƎŜ ŀŎǊƻǎǎ ŘƻƻǊ 

face at bottom of doorway (See figure below).  

¶ Frame legs are to be parallel and not spread out. Opening width at bottom of 

doorway to match width at top of doorway. (See fig. below) 

¶ After all walls are installed, verify function of door, door locks and emergency release 

when door is locked.  

¶ Adjust door closer if needed (See page 67)  

¶ Verify that door sweep lightly drags on floor when reaching closing position. 
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Cooler with a floor shown in picture. Assembly procedure for a cooler 

with no floor is the same. 

DOOR KEYS ARE TAPED TO THE HANDLE 
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8. Proceed to install the rest of the wall panels in the same way the other wall panels were 

installed, leaving the front left or right corner for last.   

 

 
 

9. Close the wall enclosure by installing the last wall panel (a corner panel) and give a last check 

around your box to make sure all surfaces are flush, and the top edges of the walls are all 

level.  

 

Cooler with a floor shown in picture. Assembly procedure for a cooler 

with no floor is the same. 

Cooler with a floor shown in picture. Assembly procedure for a cooler 

with no floor is the same. 
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10. Select the first ceiling panel from your Set-up Drawing and place it on the corresponding side 

of the cooler indicated in the drawing. Ensure that it sits properly on the tongue and groove 

edges and that it is flush with the corners and walls on the outside.  

 

11. Lock the ceiling panel to the wall panels using the Hex Wrench. 

  

GENERAL TIPS FOR CEILING INSTALLATION 

In larger walk-ins, with sides 10 feet or longer, it may be appropriate to lock the 

ceiling panels to the walls as you go. Lock every ceiling panel to previous one, and 

then lock it to the walls while ensuring that all seams, corners and joints are flush on 

the outside. 

On smaller walk-ins, all ceiling panels can be laid out and locked together first. Once 

the whole ceiling assembly is flush with the walls and corners, proceed to lock the 

ceiling panels to the walls.  

  

 

Cooler with a floor shown in picture. Assembly procedure for a cooler 

with no floor is the same. 
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12. Proceed with the next adjacent ceiling panel marked in your drawing, making sure that it sits 

properly on all the tongue and groove edges and that it is flush with the corners and walls on 

the outside. Lock the panel to the adjacent panel first and then lock the panel to the walls.  

  

 

13. Install the last ceiling panel to close the box.  

 

 
  

14. IMPORTANT!!  

Check the box around one last time. Seams in between panels should be tight. 

Check the door for correct operation. Open the door at 90° and let it close by itself. Make 

sure it closes freely and makes a good seal with the frame. Ensure the door does not hit or 

Cooler with a floor shown in picture. Assembly procedure for a cooler 

with no floor is the same. 
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rub against any parts of the frame. A door that is not closing properly is usually the result 

of unlevel set-up and/or improper installation. Please unlock the necessary wall and ceiling 

panels, and correct positioning and leveling until the door operates properly.  

 

 
 

15. Cover wrench holes with the plastic buttons provided in the installation kit. Use a plastic or 

regular hammer to gently tap them in place. If the plastic button is falling because the hole 

was bored a tad bigger, you can use a small amount of silicone on the back of the button 

to keep the plastic cover in place.  

  

 

 
16. Enclosure set-up finished   

 

 

Cooler with a floor shown in picture. Assembly procedure for a cooler 

with no floor is the same. 
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SECURING THE DOOR PANEL TO THE FLOOR (COOLERS WITH NO FLOOR)   
Install anchoring brackets ONLY after cooler is assembled and the door has been checked for correct 

operation and door frame has been confirmed to be level and plumbed. 

Coolers with no floor include the following hardware to anchor the door frame to the floor (inside):  

¶ 2 Angle pieces ς 16-ƎŀǳƎŜ ŎƭƛǇǎ ǿƛǘƘ мκпέ ǇǊŜ-drilled holes  

¶ 8 Anchors ς (4) оκмсέ Tapcon screws & Self Drilling Metal Screws   

 

 

 

 

 

 

 

  

 

STEP #1: Place 

clips against 

interior door 

jambs. 

STEP #2: Mark and drill pilot holes in concrete 

using a 5/32 in diameter masonry drill bit. 

 

STEP 3#: Anchor to floor using tapcon screws 

and to frame using sheet metal screws. 
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OUTDOOR PACKAGE INSTALLATION 

(OUTDOOR COOLERS)  
 

YOUR WALK-IN COOLER PANELS, DOOR, SCREEDING, HARDWARE, OR OUTDOOR PACKAGE 

MIGHT DIFFER IN DESIGN OR LOOKS FROM THE ONES SHOWN IN THIS MANUAL AND THE 

INSTALLATION 

 

Electrical Installations and other penetrations should be done AFTER the outdoor 

membrane has been installed.  On outdoor coolers, all penetrations must go through the 

side walls. DO NOT make penetrations on the roof membrane. 

 

Included items of your outdoor package:  

1. A/C hood  

2. Door cap - rain gutter 

3. Roof Membrane ς pre-cut about 1 ft larger on each side  

4. Membrane Trim - Flat bars  

5. Installation Hardware:  

a. Black long screws: For Truss-Plate anchors and for Trim  

b. S/S or hex sheet metal screws: For A/C hood and door rain gutter 

c. Truss-Plates (only to be used in coolers with a side equal or greater than 10 ft)  

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

A/C HOOD 

ROOF 

MEMBRANE 

DOOR CAP  

RAIN GUTTER 

BLACK SCREWS TRUSS PLATES 

TRIM BARS 
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A/C HOOD INSTALLATION 

Align the top edge of the hood about 1έ below the horizontal joint in between the ceiling panel 

and the wall panelΦ aŀƪŜ ǎǳǊŜ ƛǘΩǎ ŎŜƴǘŜǊed in position with respect to the A/C opening. Screw in 

place with the self-drilling metal screws.  

  

  
 

 

MEMBRANE INSTALLATION ON SMALL COOLERS  
- ALL SIDES ARE LESS THAN 10FT - 

 

 

IMPORTANT 

Improper installation of the roof membrane may result in water accumulation or water 

infiltration through the membrane. 

 

 

Sƴƻǿ ŀŎŎǳƳǳƭŀǘƛƻƴ ƻŦ ƳƻǊŜ ǘƘŀƴ оέ Ƴǳǎǘ ōŜ ŎŀǊŜŦǳƭƭȅ ǊŜƳƻǾŜŘ ƛƴ ŀ ƳŀƴƴŜǊ ǿƘƛŎƘ ŘƻŜǎ 

not cause damage (tears, etc.) to the membrane roof cover. 

 

 

DO NOT make penetrations on the roof membrane. 
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1. Extend the membrane on the roof of the walk-in with the soft smooth semi-glossy textured 

side UP (the overlapping seams will be facing DOWN). Ensure that it hangs approximately 

the same amount on all sidesΦ ¸ƻǳ ǎƘƻǳƭŘ ƘŀǾŜ ǘƘŜ ƳŜƳōǊŀƴŜ ƘŀƴƎƛƴƎ ŀǘ ƭŜŀǎǘ ŀ сέ ƻƴ ŜŀŎƘ 

ǎƛŘŜ ƻŦ ǘƘŜ ŎƻƻƭŜǊΦ 5ƻƴΩǘ ǿƻǊǊȅ ƛŦ ƛǘ ƛǎ ǘƻƻ ƭƻƴƎΣ ƛǘ Ŏŀƴ ōŜ ǘǊƛƳƳŜŘ ŀŦǘŜǊ ƛǘΩǎ ƛƴǎǘŀƭƭŜŘ ƛƴ ǇƭŀŎŜΦ  

 

 
 

 

 

 

 

a9a.w!b9 Lb{¢![[!¢Lhb LC ¢I9 h¦¢5hhw /hh[9w L{ нέ Cwha ! ²![[ 
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2. Starting at the front of the cooler, gently pull down on the membrane, make it flush against 

the surface, and with a sharpie, make a couple guide marks 4 inches from the top. These 

marks will be the top edge of the membrane trim bars. 

 

 
 

3. !ƭƛƎƴ ǘƘŜ ǘǊƛƳΩǎ ǘƻǇ ŜŘƎŜ ǿƛǘƘ ǘƘŜ ƎǳƛŘŜ ƳŀǊƪǎ from the previous step. With the sharpie mark 

the pilot hole on the trim that is closest to the edge of the cooler. 

 

 
 

IMPORTANT 

LŦ ǘƘŜ ǘǊƛƳΩǎ ŀƴŎƘƻǊƛƴƎ ƘƻƭŜ ƭŀȅǎ ŘƛǊŜŎǘƭȅ ƻƴ ǘƻǇ ƻŦ ŀ ǎŜŀƳ ōŜǘǿŜŜƴ ǇŀƴŜƭǎΣ ƳŀƪŜ ŀ ƴŜǿ 

hole a couple inches away from that hole. Never anchor the trim directly onto a wall 

seam as it will damage the gasket.  
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4. Pulling down and making sure the membrane is taut, use a stubby metal 9/64έ drill bit to 

make a pilot hole. Please ensure you do not use a long drill bit; pilot holes should not be 

ŘŜŜǇŜǊ ǘƘŀƴ мέ- just long enough to penetrate the metal sheet of the panel. 

 

 
 

5. Using one of the black screws included in the outdoor package, anchor the trim using the first 

Ǉƛƭƻǘ ƘƻƭŜΦ bƻǿΣ ǿƛǘƘ ǘƘŜ ǘǊƛƳΩǎ ǘƻǇ ŜŘƎŜ ƘŜƭŘ ƛƴ ǎǘǊŀƛƎƘǘ Ǉƻǎƛǘƛƻƴ ŀƭƻƴƎ ǘƘŜ side proceed to 

drill and anchor the rest of the trim to that side of the cooler. Ensure that the trim is level 

and the membrane is taut as you go. 

 

 
 



                            SUPPORT@STOREITCOLD.COM  

2026© Store It Cold, LLC.  45  Rev 2026-01A. All Rights Reserved.   

6. Repeat the same process for the back side of the cooler, making sure your membrane is 

pulled taut towards the back.  

 

 
 

7. After the front and back part of the membrane have been secured, proceed to one of the 

sides of the cooler. Tuck the excess fabric at the front corner underneath the membrane to 

create a nice fold. Pull down tight and start securing the membrane with the trim following 

the same recommendations as before. Install the trimming at the same level as you did on 

the front and back to remain constant around the perimeter of the cooler. Work your way 

from front to back as you pull down tight and secure the trim.  
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8. After the membrane has been correctly installed and secured to the sides of the cooler, you 

can trim with a utility knife the excess fabric below the trim. While not necessary, this will 

give a cleaner and more professional look.  

 

 
 

9. Caulk the top edge of the trim bars with silicone for added protection.   
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MEMBRANE INSTALLATION ON LARGE COOLERS  
ONE SIDE MEASURING 10FT OR MORE 

 

IMPORTANT 

Improper installation of the room membrane may result in water accumulation or water 

infiltration through the membrane. 

 

Sƴƻǿ ŀŎŎǳƳǳƭŀǘƛƻƴ ƻŦ ƳƻǊŜ ǘƘŀƴ оέ Ƴǳǎǘ ōŜ ŎŀǊŜŦǳƭƭȅ ǊŜƳƻǾŜŘ ƛƴ ŀ ƳŀƴƴŜǊ ǿƘƛŎƘ ŘƻŜǎ 

not cause damage (tears, etc.) to the membrane roof cover. 

 

DO NOT make penetrations on the roof membrane. 

 
 

1. Extend your membrane on the roof of your walk-in with the soft smooth semi-glossy 

textured side UP (overlapping seams DOWN). Ensure that it hangs approximately the same 

amount on all sidesΦ ¸ƻǳ ǎƘƻǳƭŘ ƘŀǾŜ ǘƘŜ ƳŜƳōǊŀƴŜ ƘŀƴƎƛƴƎ ŀǘ ƭŜŀǎǘ ŀ сέ ƻƴ ŜŀŎƘ ǎƛŘŜ ƻŦ ǘƘŜ 

ŎƻƻƭŜǊΦ 5ƻƴΩǘ ǿƻǊǊȅ ƛŦ ƛǘ ƛǎ ǘƻƻ ƭƻƴƎΣ ƛǘ Ŏŀƴ ōŜ ǘǊƛƳƳŜŘ ŀŦǘŜǊ ƛǘΩǎ ƛƴǎǘŀƭƭŜŘ ƛƴ ǇƭŀŎŜΦ   
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2. Find the tabs (seams) on your membrane and ensure they are running parallel to one side, at 

ƭŜŀǎǘ сέ ŀǿŀȅ ŦǊƻƳ ǘƘŜ ŎƭƻǎŜǎǘ ŜŘƎŜ ƻŦ ǘƘŜ ŎƻƻƭŜǊ ŀƴŘ ǇŜǊǇŜƴŘƛŎǳƭŀǊ ǘƻ ǘƘŜ ƻǘƘŜǊ ǎƛŘŜΦ  

Note: Your membrane may only have one seam.  

 

 
 

3. Once the membrane is centered on the roof, seams have been located and checked for 

distance from the edge (previous step), either fold or roll the membrane back towards the 

center of the roof so the underside fastening tabs are exposed. The roll or fold must be 

parallel to the membrane seams (tabs).  

 

4. When you reach the last tab (closest and parallel to one side of the cooler and furthest from 

where you started rolling back) stop rolling or folding. NOTE: Your membrane may only have 

one tab. 
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5. The fastening tab should be flat on the walk-in cooler ceiling panel. Begin your membrane 

installation by anchoring the TRUSS PLATES along the fastening tab. {ǘŀǊǘ сέ ŀǿŀȅ ŦǊƻƳ ǘƘŜ 

side of the cooler and space your anchors 12έ ǘƻ мсέ hΦ/Φ Make sure that your last anchor is 

ƴƻ ŎƭƻǎŜǊ ǘƘŀƴ сέ ŦǊƻƳ ǘƘŜ ŜŘƎŜΦ 5Ǌƛƭƭ Ǉƛƭƻǘ ƘƻƭŜǎ ǳǎƛƴƎ ŀ ǎǘǳōōȅ ƳŜǘŀƭ фκспέ ŘǊƛƭƭ ōƛǘΦ Use the 

black long screws provided.  

 

 

 

 

 

 

 

  
 

 
 

NOTE: You are screwing into the Fastening Tab and into the ceiling of the cooler but once you 

roll the rest of the membrane it SHOULD cover the Tab (flap) and the anchors as well, leaving 

no exposed screws or penetrations 

сέ Cwha ¢I9 95D9 {¢!¸ !¢ [9!{¢ сέ Cwha !b¸ {9!a 
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6. Continue to roll the membrane until the next Tab (seam) is exposed (if applicable). Making 

sure that the membrane is taut and straight, install your second row of anchors (TRUSS 

PLATE) along that Fastening Tab in a similar fashion as the first one. Remember, once the 

membrane is rolled completely, the Tab(s) will be covered, and no anchors or screws will be 

visible from the top. Note: Your membrane may only have one seam. 
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7. Continue the same way installing horizontal rows of anchors into every Fastening Tab making 

sure your membrane is pulled tight each time. 

  

8. Once you have installed all the TRUSS PLATES and the membrane is completely extended 

over the ceiling, follow steps 2 to 9 from pages 40-43 (Membrane Installation for Small 

Coolers). 

 

MEMBRANE INSTALLATION IF THE h¦¢5hhw /hh[9w L{ нέ Cwha ! ²![[ 

  
 

 

DOOR CAP - RAIN GUTTER 

For free-standing walk-ins where the door is exposed to the outside, a door cap to prevent water 

from running down into the door gasket is provided. The door gutter may be installed as one 

straight piece with a slight inclination towards the hinge side, or you can cut a V shaped small notch 

at the mid-section and install it centered as shown in the steps below. 
 

1. Slightly loosen the screws of the membrane trim that are in the vicinity of the door closer. 

 

 
















































